
Zimmerlin GmbH Edelstahl-Technik

84-02 (Personnel Access Ports for Wet Applications)

CIP Models:  RPDC-3A in 304L and 316L, optional SIP-able with sterile medium chamber. Nominal dia. 
460 mm (18”) to 1000 mm. Optional integrated process connections: TC DIN 32676-3A fittings 3/4” to 
4” and “HZ-Connect-3A”, 3/8” to 4”. Further options: integrated sight window type 28120-3A., lift 
assistance device, locking pin to secure cover in open position.

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

Timothy R. Rugh

Executive Director

3-A Sanitary Standards, Inc.

CERTIFICATE AUTHORIZATION NUMBER: 1649ISSUE DATE: June 18, 2012

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

Frohmattenstrasse 19, Boetzingen 79268 , Germany

Number 84-02

December 31, 2023

May 2027

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


